
 

10.2mm VULCAN CORE® FLOORING 

PRODUCT DATA 

Size 2250 x 195mm 
Thickness 10.2mm (Inc 2mm IXPE) 
Locking system 2G/5G 
Wear layer AC4 Class – 5200 Cycles 
Surface finish Wood Texture 
Bevelled edge Yes – all 4 sides painted 
Mass per unit area 4 planks per pack – 1.755M² 
Wear Surface Lifetime Domestic – 10yr Commercial 
 

TECHNICAL DATA 

Standards Test Method Test Result 
Standards ISO14001, SGS, TUV (LGA)  
Wear Group Classification EN 660-2:1999+A1:2003 

and EN 649:2011 
33, group T 

Thermal resistance 
(Dimensional stability and 
curling after exposure to 
heat) 

With reference to BN EN 
ISO 23999:2018 

Manufacturing direction: 
0.05% 
Across-manufacturing 
direction:0.05% 
Curling: 0.5mm 

Thickness swell in water EN 317-1993 24Hr – 0.47% 
Fire Resistance EN ISO 9239-1:2010 

ASTM E648-19 
Critical Flux (transverse and 
longitudinal)  W/cm² 
Class 1. 

Staining and resistance to 
chemicals 

EN 438-2-2016 +A1:2018 
Section 26 

Rating 5 

Colour fastness to light EN ISO 105-B02:2014 Pass 
Acoustic impact noise 
reduction 

ISO 16283-2:2015 & 717-
2:2013 
Requirement of ≤ 62 dB 

L’nT,w 54 dB – Pass 
Concrete 73dB 

Residual Indentation (Large 
diameter ball) 

EN ISO 13329 2016 A2 
2021 

Drop height 2000mm No 
cracks and no fracture. 

Castor chair continuous use EN 425:2002 Pass 
Slip resistance AS 4586:2013 Test Result – P2 (32) 
Toxic elements test (VOC) EN16516-2017 Part3: Pass (No lead or 

heavy metals) NONE 
Formaldehyde Emission (in 
air) 

EN 717-1-2004 N/D 

 

Contact: 

Chameleon Flooring, 29 Loam St, Acacia Ridge, QLD 4110. 


